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(OUTPUT) 



WHEN FD12 IS PLACED IN PJ11, 
THE IMAGE QUALITY ADJUSTMENT 
VALUES 11 ARE OUTPUTTED TO FD12 



WHEN FD12 IS PLACED IN PC10, 
THE IMAGE QUALITY ADJUSTMENT 
VALUES 11 ARE OUTPUTTED TO PC10 
AND CONVERTED INTO THE IMAGE 
QUALITY ADJUSTMENT FILE 1 1 



PC10 TRANSMITS THE IMAGE QUALITY 
ADJUSTMENT FILE 1 1 TO HPC 



HPC STORES THE IMAGE QUALITY 
ADJUSTMENT FILE 1 1 TO HDB 




NO 



(INPUT) 




PC10 REQUESTS HPC TO DOWNLOAD 
THE IMAGE QUALITY ADJUSTMENT 
FILE 22TOPC10 



HPC TRANSMITS THE IMAGE QUALITY 
ADJUSTMENT FILE 22 TO PC10 



PC10 DOWNLOADS THE IMAGE 
QUALITY ADJUSTMENT FILE 22 AND 

CONVERTS IT INTO THE IMAGE 
QUALITY ADJUSTMENT VALUES 22 





PC 10 OUTPUTS THE IMAGE QUALITY 
ADJUSTMENT VALUES 22 TO FD12 
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WHEN FD12 IS PLACED IN PJ11, 
THE IMAGE QUALITY ADJUSTMENT 
VALUES 22 ARE INPUTTED TO PJ1 1 





FIG. 3 
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(OUTPUT) 




NO 



THE IMAGE QUALITY ADJUSTMENT 
VALUES 22 ARE OUTPUTTED TO PC20 
FROM PJ22 IN ACCORDANCE WITH 
INSTRUCTION FROM PC20 



PC20 CONVERTS THE IMAGE QUALITY 

ADJUSTMENT VALUES 22 INTO THE 
IMAGE QUALITY ADJUSTMENT FILE 22 



PC20 TRANSMITS THE IMAGE QUALITY 
ADJUSTMENT FILE 22 TO HPC 



HPC STORES THE IMAGE QUALITY 
ADJUSTMENT FILE 22 IN HDB 
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NO 



PC20 REQUESTS HPC TO 
DOWNLOAD THE IMAGE QUALITY 
ADJUSTMENT FILE 43 
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HPC TRANSMITS THE IMAGE QUALITY 
ADJUSTMENT FILE 43 TO PC20 



PC20 DOWNLOADS THE IMAGE 
QUALITY ADJUSTMENT FILE 43 AND 

CONVERTS IT INTO THE IMAGE 
QUALITY ADJUSTMENT VALUES 43 



PC20 INPUTS THE IMAGE QUALITY 
ADJUSTMENT VALUES 43 TO PJ22 



FIG. 4 



<OUTPUT?>-^ 

(OUTPUT) |YES 


THE IMAGE QUALITY ADJUSTMENT 
VALUES 43 ARE CONVERTED INTO 
THE IMAGE QUALITY ADJUSTMENT 
FILE 43 IN ACCORDANCE WITH 
INSTRUCTION FROM PC31 








THE IMAGE QUALITY ADJUSTMENT 
VALUES 43 ARE TRANSMITTED TO 
HPC FROM PJ43 IN ACCORDANCE 
WITH INSTRUCTION FROM PC31 
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HPC STORES THE IMAGE QUALITY 
ADJUSTMENT FILE 43 IN HDB 
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(INPUT) 




NO 



PC32 REQUESTS HPC TO 
DOWNLOAD THE IMAGE QUALITY 
ADJUSTMENT FILE 1 1 TO PJ43 



( END ) 



HPC TRANSMITS THE IMAGE QUALITY 
ADJUSTMENT FILE 11 TO PJ43 



PJ43 DOWNLOADS THE IMAGE 
QUALITY ADJUSTMENT FILE 1 1 , 
CONVERTS IT INTO THE IMAGE 
QUALITY ADJUSTMENT VALUES 1 1 
AND INPUTS THEM TO A CONTROLLER 



PC20 INPUTS THE IMAGE QUALITY 
ADJUSTMENT VALUES 43 TO PJ22 
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